
Introduction
Thank you for purchasing 70 LED Solar Motion Sensor Light. We hope you enjoy our solar lighting solution. To ensure 
proper operation of this solar light, please read this user manual carefully and keep it for future reference.

IMPORTANT SAFETY INSTRUCTIONS
• This is not a toy keep out of reach from children and infants.
• Check the product carefully before use. For any signs of damage, please do not use the product.
• Do not position the light near any flammable source or fire.
• Do not immerse the light in the water.
• Always keep the top of solar panel and light clean, as dirt, dust, etc. will affect the solar panel’s ability to absorb sunlight.
• When necessary, use a soft cloth dampened with a mild detergent solution to clean all surfaces. Do not use chemicals, 

solvents or abrasive materials as these may cause permanent damages. Do not immerse the unit in water or other liquids as 
this will result in permanent damage to the electrical and mechanical parts.

• This product contains Li-ion battery, please recycle and dispose correctly and in accordance with local recycling regulations.  
• Keep batteries away from children.

Package Includes

Product Features
Easy to install and uses energy saving solar technology. Widely used for illumination in gardens, garages and other places 
exposed to sunlight. During daytime hours, the solar panel converts energy from the sun into electricity and stores it in 
the rechargeable battery. At night the light is illuminated using the power that has accumulated in the battery. The amount 
of electricity stored and available to power the light will depend on weather conditions, strength of the sun, number of 
daylight hours and position. The light will only turn on when PIR sensor has been activated at night and during daytime the 
light will be off.
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1X 70 LED Solar Motion Sensor Light

1 X Wall mount 
4 X Screws (you will only need 3 and 1 is 

spare)
4 X Wall plugs (you will only need 3 and 

1 is spare)
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CHOOSING A LOCATION
This is a solar energy product, for the best result choose an outdoor location where receives adequate (at least 8 hours 
of direct sunlight each day) sunshine to ensure effective charging during the day. The longer it gets sunshine the longer 
it can illuminate. Avoid placing the product close to other sources of light, e.g. street-light, as this may interfere with the 
operation of solar light. We recommend a mounting height of 1.8-2.2 meters.

Installation
1. Push the switch to the left to turn on the light. 
The light now is in sensor mode.

2. Find desired location and fix the wall mount onto 
the wall.  We suggest installing the light where the 
solar panel can get direct sunlight. Used the supplied 
screws and wall plugs to fix wall mount onto the wall.

Operation: 
A full charge requires at least 8 hours of sunlight. Mounting location, weather conditions and seasonal 
variation will directly influence the actual running time of the light. 

Lighting Modes:
1. OFF

2. ON (PIR Sensor mode)
Automatically turns off during the day and will only turn on when it senses movement at night. 
The light will turn off after 30 seconds of no movement. 

If people stay active in the sensor area the bright light mode will remain on.

DISPOSAL
• Please respect the environment!
• Dispose of the packaging according to the local recycling regulations
• Dispose of the appliance at the end of its life span according to environmental considerations
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3. Clip the light onto the wall mount.

4.Turn the solar panel and light to desired angle. Light can 
be rotated by 180 degree and solar panel can be rotated by 
90 degrees. 

TECHNICAL SPECIFICATION
Solar Panel: 5.5V 2W                              Battery: 1 x Li-ion 3.7V 2200mAh Battery                        Light source :70 LEDS.
Power of light: 8W and 550 Lux          Sensing Distance:8-10m                                                        Delay time:30sec
Sensor angle: 120 Degree                    Dimensions:28 X14.5 X 9.1CM                                           Material: ABS+PC                                                                         
Net Weight:0.42kg                                 IP Rating: IP65
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